
1. Bearing housings are not able to accommodate rolling bearings with cylindrical oute
	 diameter.
	 a) Correct
	 b) Incorrect

2.	 How can bearing housings be distinguished?
	 a) On the basis of their shaft
	 b) Due to the number of rolling bearings included
	 c) On the basis of their structure
	 d) On the basis of their design

3.	 Which bearing housings are offered with split or one-piece housing bodies?
	 a) Plummer block housing
	 b) Flanged bearing housing
	 c) Radial insert ball bearing housing
	 d) All bearing housings

4.	 What are features of SNR‘s SNC series split design?
	 a) They are suitable for shaft diameters of 15 mm
	 b) They are characterised by their modular system
	 c) Low efficiency
	 d) High economic efficiency

5.	 How many rolling bearings can be fitted in a block bearing housing?
	 a) One
	 b) Maximum 2
	 c) At least 2
	 d) At least 3

6.	 SNR block bearing housing units with oil lubrication are called ZLG.
	 a) Correct
	 b) Incorrect

7.	 Which of the following options are characteristics of one-piece bearing housings?
	 a) They run very smoothly
	 b) They can only be used for applications with axial forces at high speeds
	 c) No angular contact ball bearings can be used
	 d) They are suitable for shaft diameters from 30 mm to 120 mm

8.	 Split and one-piece bearing housings are always made of the same material.
	 a) Correct
	 b) Incorrect

9.	 Up to what temperatures can high temperature bearing housings be used?
	 a) Up to 250 °C
	 b) Up to 350 °C
	 c) Above 350 °C
	 d) Up to 400 °C

10. Most bearing housings do not need to be regularly supplied with fresh grease.
	 a) Correct 
	 b) Incorrect Solution: 1. b; 2. c, d; 3. a; 4. b, d; 5. c; 6. b; 7.a, d; 8. b; 9. b, 10. a
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